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Mine Safety and Health Admin., Labor § 18.62 

(2) The requirements stated in part 18 
have been followed with respect to ma-
terials, dimensions, configuration and 
workmanship. 

(B) [Reserved] 

[75 FR 17547, Apr. 6, 2010] 

Subpart C—Inspections and Tests 

§ 18.60 Detailed inspection of compo-
nents. 

An inspection of each electrical com-
ponent shall include the following: 

(a) A detailed check of parts against 
the drawings submitted by the appli-
cant to determine that: (1) The parts 
and drawings coincide; and (2) the min-
imum requirements stated in this part 
have been met with respect to mate-
rials, dimensions, configuration, work-
manship, and adequacy of drawings and 
specifications. 

(b) Exact measurement of joints, 
journal bearings, and other flame-ar-
resting paths. 

(c) Examination for unnecessary 
through holes. 

(d) Examination for adequacy of lead- 
entrance design and construction. 

(e) Examination for adequacy of elec-
trical insulation and clearances be-
tween live parts and between live parts 
and the enclosure. 

(f) Examination for weaknesses in 
welds and flaws in castings. 

(g) Examination for distortion of en-
closures before tests. 

(h) Examination for adequacy of fas-
tenings, including size, spacing, secu-
rity, and possibility of bottoming. 

§ 18.61 Final inspection of complete 
machine. 

(a) A completely assembled new ma-
chine or a substantially modified de-
sign of a previously approved one shall 
be inspected by a qualified representa-
tive(s) of MSHA. When such inspection 
discloses any unsafe condition or any 
feature not in strict conformance with 
the requirements of this part it shall 
be corrected before an approval of the 
machine will be issued. A final inspec-
tion will be conducted at the site of 
manufacture, rebuilding, or other loca-
tions at the option of MSHA. 

(b) Complete machines shall be in-
spected for: 

(1) Compliance with the requirements 
of this part with respect to joints, lead 
entrances, and other pertinent fea-
tures. 

(2) Wiring between components, ade-
quacy of mechanical protection for ca-
bles, adequacy of clamping of cables, 
positioning of cables, particularly with 
respect to proximity to hydraulic com-
ponents. 

(3) Adequacy of protection against 
damage to headlights, push buttons, 
and any other vulnerable component. 

(4) Settings of overload- and short- 
circuit protective devices. 

(5) Adequacy of means for connecting 
and protecting portable cable. 

§ 18.62 Tests to determine explosion- 
proof characteristics. 

(a) In testing for explosion-proof 
characteristics of an enclosure, it shall 
be filled and surrounded with various 
explosive mixtures of natural gas and 
air. The explosive mixture within the 
enclosure will be ignited electrically 
and the explosion pressure developed 
therefrom recorded. The point of igni-
tion within the enclosure will be var-
ied. Motor armatures and/or rotors will 
be stationary in some tests and revolv-
ing in others. Coal dust having a min-
imum of 22 percent dry volatile matter 
and a minimum heat constant of 11,000 
moist BTU (coal containing natural 
bed moisture but not visible surface 
water) ground to a fineness of minus 
200 mesh U.S. Standard sieve series. At 
MSHA’s discretion dummies may be 
substituted for internal electrical com-
ponents during some of the tests. Not 
less than 16 explosion tests shall be 
conducted; however, the nature of the 
enclosure and the results obtained dur-
ing the tests will determine whether 
additional tests shall be made. 

(b) Explosion tests of an enclosure 
shall not result in: 

(1) Discharge of flame. 
(2) Ignition of an explosive mixture 

surrounding the enclosure. 
(3) Development of afterburning. 
(4) Rupture of any part of the enclo-

sure or any panel or divider within the 
enclosure. 

(5) Permanent distortion of the en-
closure exceeding 0.040 inch per linear 
foot. 
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